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Back up for System 1 test set 


le Steps are being teken at Headquarters to provide both ficld 
bases with suiteble commercial equipment to back up so tect sets. 25X1A 
S4nee no single laboratory type of signal gencrator wil duplicete the 


A functions of the MBB test set, it will be necessary to ue a signal 
generator for each of the two bands of frequencies. 
@, The length of time required for surchase and dell 22 BM these 
types of commercial equipment makes it highly desirable that fur- 
nished equipment be used. Thies course of action is taren even though the 
test instruments are not exactly sulted for EM teste. 25X1A 


3. Hewlett-Packard signal generetor model 6168 has been selected 
for Isband tects. ‘The frequency coverage of this instrosent fella short 
of the recommended test point by 1,0 kmc as the upper limit is only 
7.6 knc. MMMM is avere of ti.is deficiency. In view of the difficulty 
of obtaining Hewlett-Packard equicnent, I agrees that the 6188 de O5X1/A 
adequate for the intended purpose. 


kh. Hewlett-Packard model 616A has bee: chosen for S-band. There 
ahowld be re difficulties encountercé with this instrument as a replace- 
ment for the test ect. 


25X1A 


Dist: Orig & 1 - Addressee 


ae DOCUMENT NO. 
1 - 0-7 NO CHANGE IN CLASS, 
1 = Chrono C] BEGLASSIFIED 


Pe 
GLASS. GHAXEED Te: TS § S 30/z “Ey 
WEXT REVIEW BATE: ————————— er 


Joss 1 Mee wewen064540 
sf ee 
7) 


ae ie ie 


Approved For Release 2000/09/01 : CIA-RDP81B00878R0014001101 


